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(1) In subsequent months, the owner
or operator shall use the most recently
determined VOC destruction efficiency
for the performance test.

(C) If an emission control device con-
trols the emissions from more than one
affected facility, the owner or operator
shall measure the VOC concentration
(Cbi) in the effluent gas entering the
control device (in parts per million by
volume) and the volumetric flow rate
(Qbi) of the effluent gas (in dry stand-
ard cubic meters per hour) entering the
device through each stack. The de-
struction or removal efficiency deter-
mined using these data shall be applied
to each affected facility served by the
control device.

(iii) If the volume weighted average
mass of VOC per volume of applied sol-
ids emitted after the control device (N)
calculated on a calendar month basis is
less than or equal to the applicable
emission limit specified in § 60.392, the
affected facility is in compliance. Each
monthly calculation is a performance
test for the purposes of this subpart.

(3) The owner or operator shall use
the following procedures for each af-
fected facility which uses a capture
system and a control device that recov-
ers the VOC (e.g., carbon adsorber) to
comply with the applicable emission
limit specified under § 60.392.

(i) Calculate the mass of VOC
(Mo+Md) used during each calendar
month for each affected facility as de-
scribed under § 60.393(c)(1)(i).

(ii) Calculate the total volume of
coating solids (Ls) used in each cal-
endar month for each affected facility
as described under § 60.393(c)(1)(i).

(iii) Calculate the mass of VOC recov-
ered (Mr) each calendar month for each
affected facility by the following equa-
tion: Mr=Lr Dr

(iv) Calculate the volume weighted
average mass of VOC per volume of ap-
plied coating solids emitted after the
control device during a calendar month
by the following equation:
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(v) If the volume weighted average
mass of VOC per volume of applied sol-
ids emitted after the control device (N)
calculated on a calendar month basis is
less than or equal to the applicable
emission limit specified in § 60.392, the
affected facility is in compliance. Each
monthly calculation is a performance
test for the purposes of this subpart.

[45 FR 85415, Dec. 24, 1980, as amended at 59
FR 51387, Oct. 11, 1994]

§ 60.394 Monitoring of emissions and
operations.

The owner or operator of an affected
facility which uses an incinerator to
comply with the emission limits speci-
fied under § 60.392 shall install, cali-
brate, maintain, and operate tempera-
ture measurement devices as pre-
scribed below:

(a) Where thermal incineration is
used, a temperature measurement de-
vice shall be installed in the firebox.
Where catalytic incineration is used, a
temperature measurement device shall
be installed in the gas stream imme-
diately before and after the catalyst
bed.

(b) Each temperature measurement
device shall be installed, calibrated,
and maintained according to accepted
practice and the manufacturer’s speci-
fications. The device shall have an ac-
curacy of the greater of ±0.75 percent of
the temperature being measured ex-
pressed in degrees Celsius or ±2.5 °C.

(c) Each temperature measurement
device shall be equipped with a record-
ing device so that a permanent record
is produced.

§ 60.395 Reporting and recordkeeping
requirements.

(a) Each owner or operator of an af-
fected facility shall include the data
outlined in paragraphs (a)(1) and (2) in
the initial compliance report required
by § 60.8.

(1) The owner or operator shall report
the volume weighted average mass of
VOC per volume of applied coating sol-
ids for each affected facility.

(2) Where compliance is achieved
through the use of incineration, the
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